
July 24, 1996

Longview Fibre Company
PO Box 24867
Seattle, Washington 98124

RE: Reminder on StreamGuard™ catch basin insert maintenance.

To whom it may concern,

I wanted to remind you that the StreamGuard™ you purchased may need to be
replaced. I am sure that you realize the StreamGuard™ is far superior to any catch
basin insert on the market; however, it does require maintenance about every four
months in the Pacific Northwest. I would also like to remind you that the product
you purchased will be listed in the King County Stormwater design manual as an
operational Best Management Practice.

There have been lots of changes since you last purchased the StreamGuard™ catch
basin insert. I have taken the liberty of sending you some new pricing information
and some literature about our latest product, the DrainTag™, which would be a
useful addition to your current Stormwater treatment. Our Custom DrainTags™
are an alternative to stenciling, which we perceive as eventually becoming part of
the non point source pollution problem, since it eventually erodes down the storm
drain inlet.

We are also putting together a catalog to be released in the Fall. A table of
contents is enclosed for you to get an idea of the types of products and services we
offer. If you would like to receive a free copy, please let us know.

Once again, thank you for having purchased the StreamGuard™ catch basin insert.
If you have any questions about maintenance or need to reorder, please feel free to
contact us.

Sincerely,

CjOMsfMSi— //
Foss Environmental Services Company

7440 West Marginal Way South • Seattle. WA 98108-4141 • Phone (206) 767-0441 • FAX (206) 767-3460
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;Enyironm^ntai Services.Co. 'r^ , -•%"
:

J<i——,G . OMUUKM ' - - P . 'fcf/ ' . '•

fe>J.';ffi£n<^yc:t')-fty':^3?t/':??*3.-:;''. •*.& '•••^''^^\^:'A*'^'i-\fy--: '"^^ '-$f" • • ^-^^'^ -

'^^fa'-^'^'^&'r .-ir.'-" ' • - ' ....'"C-.•4>V'!-' V-- '.'•••''''••-'•^'-•''.-/'••'••'"'V-1'"?"' \ t'A;9atch'basin insert is a.-.,'-- .'•
y-.cJevice Installd -under

'̂When^eiecting/a system, t';' - •
•:-erisur^that yopr -spepific.;.'. •'..".

^-- » *" —cV. .»•* . J>-. _ it-: ' • l ^ - ..



^ E N V I R O N M E N T A L

April 1995

StreamGuard™
CATCH BASM FILTERS (CBF)&

DEWATERING SEDIMENT BAGS (DSBj

RETAIL. PRICE LIST

Type II CBFs (OS=oil and sediment; IND=indusTrial (no overflow); S=sediment only; T=trash)

Typel:DSBs(Dewatermg Sediment Bags)

StreamGuard™

Item
Type II -OS CBF (oil & sediment)

Type II-S CBF (sediment only)

Type II-IND CBF (industrial)

Type II-T CBF (trash & floatable*)

Type I-(DfSB-4) (4'L x 3'W)

!TypeI-(DSB-8) (S'L x3rW) ;

Prices in US dollars ($)
1-4 units

(ea.)

99.00

74.00

98.00

74.00

49.00

59.00

5-9 units,

(ea)

97.00

72.00

96.00

74.00

;.:;;|47.(H);;:;::;;::-

: ;; 57.00;

1-5 /carton

ea. (ctn.)

89.00 (890.00)

66.00 (660.00)

88.00 (880.00)

66.00 (660.00)

44.00(440.00)

; 53.00 <530.00)'

6-10 /carton

ea. (ctn.)

86.50 (865.00)

64.50 (645.00)

85.50(855.00)

64.50 (645.00)

;::4Z.50 (425.00) r

51.50 (515.00)

11+ /carton

ea. (ctn.)

84.00 (840.00)

63.00 (630.00)

83.00 (830.00)

63.00 (630.00)

41.00 (410.00)

50.00(500.00)

All cartons contain 10 Units

PACKAGING: CARTON DIMENSIONS WEIGHT CUBE
StreamGuard™Type II-OS CBF
StreamGuard™Type II-S CBF
StreamGuard™Type II-IND CBF
StreamGuard™Typc II-T CBF
StreamGuarcF'*Type I-(DSB-4)
StreamGuard™Type I-(DSB-S)

32" x 17" x 16"
1 8 " x l 4 " x l 2 "
32" x 17" x 16"
18" x 14" x 12"
18" x 14" x 12"
32" x 17" x 16"

26#/'ctn.
09#/ctn.
26#/ctn.
07#/ctn.
07#/ctn.
14#/ctn.

5 cubic ft.
P/4 cubic ft.
5 cubic ft.
1% cubic ft.
P/4 cubic ft.
5 cubic ft.

SHIPPING: UPS Ground (unless otherwise specified)
NOTES: Prices are: FOB Seattle, WA; Portland, OR; Long Beach. CA; Terms: Net-30 (OAC) or VISA/MC

7440 West Marginal Way South
Seattle, WA 98108 (206)767-0441 Fax:(206)767-3460

"~ CBFPRIC DOC
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StreamGuard™ Product Applications

CATCH BASIN FILTERS

Type II-S (sediment): Unit is designed to capture sediment only from
stormwater runoff at construction sites, or sites where oil & grease is not a
problem. Under normal operating conditions, the sediment unit is rated for 50
GPM. Maximum overflow capacity is rated at 200 GPM.

Type II-OS (oil & sediment): Unit is designed to capture oil, grease and
sediment from stormwater runoff at the catch basin. Under normal operating
conditions, the oil and sediment unit is rated for 6-10 GPM. Maximum
overflow capacity is rated at 200 GPM

Type II-IND (industrial): Unit is designed to capture oil, grease, sediment
and floatables from industrial facilities. Under normal operating conditions,
the industrial unit is rated for 6-10 GPM. This unit does not have an overflow
mechanism, so it is not intended for stormwater applications.

Type II-T (trash): Unit is designed to capture trash and floatables from
stormwater runoff at the catch basin. The unit's bag has a 18 x 16 sieve size
using a .011 diameter plastic wire.

DEWATERING SEDIMENT BAGS (DSB)

StreamGuard™ Dewatering Sediment Bags (DSB) are designed to capture
sediment from dewatering pump operations at construction sites or any
application of a dewatenng pump that requires minimizing the amount of
sediment discharged to storm drains, land; stream or watercourses. Bags are
attached to discharge hose and accumulate sediment during dewatering.
Captured sediment may be emptied back into excavation when full or when
job is finished.

LFC001663



The DrainTagTM

' Identifies where the catch basin drains.
Identifies what can and cannot be drained.
Identifies emergency response contact.
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Foss Environmental
7440 W. Marginal Way South

S«atde,WA98108USA
Ph: (206) 767-0441
Ftx: (206) 767-3460
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FOSS
The DrainTag™ Specifications

Tamper-proof stainless
steel screws

Clear acrylic-adhesive
protective laminate

tV/weather resistant
vinyl film

4" by 10" by 2.0 mm thick
marine-grade aluminum plate

Patrlprton: The DrainTag™ is made from Brady B-946 outdoor marking film. It is i high gloss, durable, flexible, dimensionally stable,
presjuji sensitive adhesive product whicb is attached to a 4 in. by 10 in. by 2.0 mm thick, marine-grade aluminum backing plate. The Drain
Tag's custom-printed image is protected from abrasion with a laminate made from Brady B-946 outdoor clear acrylic adhesive vinyl.

Special Properties: The DrainTag™'s vinyl film is custom printed with weather resistant inks and particularly well suited for outdoor
applications where weatherability and abrasion resistance are key considerations.

Adhesive Tvpe: Permanent, cold temperature pressure sensitive acrylic.

Colon: White on red, blue, green, brown, gold, magenta, and black.
Black on yellow, white, orange, and gray.

ThicloieM: The vinyl used is 0.005 in. (0.125 mm). The aluminum backing plate is 0.08 in (2.0 mm).

Tensflt Strength (vmvl film): 15 Ibs/in. (262 N/lOOrnm).

Adhfttvc Properties: (vinyl fllrn): Adhesion to steel (PSTC-1) 15 min. Dwell (ive) 75 oz/in. (82 N/100) Ultimate (72 hour Dwell) (ave.)
116ozJm.(127N/100).
Tack (ASTM D-2979) (ave) 800 g 8 N/cm); Drop shear (PSTC-7) (ave.) 4 hours.

Abnuloii Resistance (Method 5306 of U.S. Federal Teat Method Std. No. 191A1: CS-17 wheels; 1,000 gm wta. Image withstands up to
700 cycles; vinyl film withstands up to 8,000 cycles. Note: with the protective laminate the image ml! withstand up to i, 700 cycles.

Service Temperature: -40°F to 180°F (-40°C to 82°C).

Ontdoor Purabtliry: 5 yean (not recommended for use under continuous vehicular traffic conditions).

Chemical Resistance: Excellent - alcohols, detergents, grease, and oik Not recommended - aggressive organic solvents, strong acids, and
strong alkalis.

The DrainTag™ Pricing

leach
$30

MO
$25

11-25
$21

26-100
$19

101+
$15

7440 West Marginal Way South • Seattle, WA 98108-4141 » Phone (206) 767-0441 « FAX (205) 767-3460
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Foss Environmental Product Catalog

TABLE OF CONTENTS
(For the new Foss

BMP3 Catalog due out in Sept. '96)
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C. Drums and Liners

D. Decontamination pools

X. Field test kits

XI. Boats and marine equipment
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XII. Portable incinerators
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TO OBTAIN A CATALOG
PLEASE CONTACT:

FOSS ENVIRONMENTAL SERVICES CO.
7440 WEST MARGINAL WAY SOUTH
SEATTLE, WASHINGTON 98108 USA

(206) 767-0441; FAX: (206) 767-3460
INTERNET: http://www.eskimo.com/~bwest/foss.html

Contact: Joe Smith (Email: jbh5mith@seanet.com
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